
Description
The Horizon bed light’s design and functionality fits the needs of both 
patient rooms and assisted living environments. The smooth shape 
reduces its visual impact on the wall while simplifying routine cleaning. 
The die-cast endcaps and extruded aluminum body provides the durability 
needed. Horizon is available with either T5 or T8 lamps in several 
different configurations to satisfy the application. The lamping options are 
complimented by numerous switching choices.

 Additional Features:
•	 Horizon is available in four standard colors and custom colors are 

available upon request. All standard colors include an antimicrobial 
additive to inhibit the growth of microbes.

•	 An integral emergency cut-off switch option is available to protect the 
luminaire from damage from motorized hospital beds.

•	 Three-piece assembly simplifies installation and servicing.

•	 Horizon can be specified in 2, 3 or 4 foot lengths.

Project Location
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Construction  The mounting plate is 18 gauge 
galvanized steel and reflector assembly is fabricated 
from 20 gauge cold rolled steel. The exterior 
housing is extruded aluminum with die cast endcaps 
and socket covers.

Finish  The reflector assembly is painted after 
fabrication with white polyester powder coat paint 
with a minimum reflectance of 87%. The exterior 
housing is painted after fabrication with polyester 
powder coat paint. Four standard colors are available 
with other custom colors available upon request. All 
standard colors have an antimicrobial finish to inhibit 
the growth of microbes.

Lens  The custom linear lens is extruded from acrylic 
with a DR additive and has a nominal thickness of  
.063”. Lens is held within .25” extruded channels to 
insure retention.

Lamps   Horizon is available with T8, T5 or T5HO 
lamps in a variety of configurations. (See Ordering 

Information for details.) 3500K lamps are included 
with the luminaire. Alternative color temperatures 
can be supplied upon request.

Switching  The standard switch configuration is an 
on-off pull chain for the direct light compartment 
with the indirect light compartment controlled from 
a remote wall switch provided by others. Optional 
4-position pull chain switch for sequential control of 
indirect and direct light compartments.
There is also an optional low voltage relay (installed 
in the luminaire) that is compatible with industry 
standard bed control systems (by others) and can 
be field wired for either separate or sequential 
switching of indirect and direct lamps.
The luminaire can also be specified “less switch” (LS 
option) for use with remotely located low voltage 
relay and control system (by others).

Listing  UL and CUL listed for Damp Locations. The 
product is IBEW labeled.

The Agion® antimicrobial has been listed with the 
U.S. Food and Drug Administration (FDA), certified 
by the National Sanitation Foundation (NSF) and 
registered with the U.S. Environmental Protection 
Agency.

Electrical   Electronic, high power factor ballasts. 
Ballasts are thermally protected and have a Class 
“A” sound rating. T5 and T5HO ballasts have end-
of-life protection. One ballast is provided for each 
lamp compartment.

Installation   Horizon installs in three simple steps. 
The back plate is mounted over the junction box 
and secured to the wall studs or with wall anchors. 
The ballast/reflector assembly attaches to the back 
plate with two screws. The housing is positioned 
over the back plate and ballast/reflector assembly 
and attaches with two screws.
Lamp replacement is performed by removing the 
lens and socket cover.

Specifications

Type

Horizon
T8/T5/T5HO Fluorescent
Wall-Mounted Bedlight

HZN

ECO-FRIENDLY

WET LISTED

Ordering Information

HZN2T8  	 F17 T8 (Med. Bipin)
HZN2T5 	 F14 T5 (Med. Bipin)
HZN2T5HO  	F24 T5HO (Med. Bipin)

HZN3T8  	 F25 T8 (Med. Bipin)
HZN3T5  	 F21 T5 (Med. Bipin)
HZN3T5HO  	F39 T5HO (Med. Bipin)

HZN4T8  	 F32 T8 (Med. Bipin)
HZN4T5  	 F28 T5 (Med. Bipin)
HZN4T5HO  	F54 T5HO (Med. Bipin)

11  (1 lamp up, 1 lamp down)
22  (2 lamps up, 2 lamps down)
12  (1 lamp up, 2 lamps down)
21  (2 lamps up, 1 lamp down)
01  (solid top, 1 lamp down)
02  (solid top, 2 lamps down)
10  (1 lamp up, solid bottom)
20  (2 lamps up, solid bottom)

120
277
3471

SWH 	Soft White
TPE 	 Taupe
AL 	 Aluminum
ALM	 Almond
CC2 	 Custom Color

HDS 	 4-position pull chain switch for sequential 	 	
	 control of indirect and direct lamp  
	 compartments (120v only)
LVC	 Low voltage controller (4’ only)
LS	 Less switch
EM1	 Emergency ballast (4’ only)
NL	 LED night light
SBF	 Slow blow fuse
BSS	 Bed shut-off switch (3’ and 4’ only)
PC	 Replacement 6’ plastic pull cord (non-latex)
DIM13	 (1) Dimming ballast
DIM24	 (2) Dimming ballasts
RSP13,5	 (1) Radio Suppressor
RSP23,5	 (2) Radio Suppressors

NOM.
LENGTH Model Number Lamp Configuration Voltage Finish 

(standard color is SWH)
Options

Sample Catalog No:   HZN2T5 - 22 - 120 - SWH - HDS

2’

3’

4’
1	 347 volt is available for HZN2T8, HZN3T8, 	 	
	 HZN4T8 and HZN4T5HO.
2	 Customer to provide color chip to match.
3	 For 01, 02, 10 and 20 lamp configurations.
4	 For 11, 22, 12 and 21 lamp configurations.
5	 Not available for 2’ models.
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Photometric Data

Go to www.alkco.com for additional Photometric Data

Direct - HZN4T5		

(2) 28W T5 Fluorescent
(2 lamps indirect/2 lamps direct)* 
2610 lumens per lamp
* Testing direct lamps only. 
Report No.:  ITL59769
Efficiency:  54.9%

Indirect - HZN4T5 		

(2) 28W T5 Fluorescent
(2 lamps indirect/2 lamps direct)*
2610 lumens per lamp
* Testing indirect lamps only. 
Report No.:  ITL59770
Efficiency:  58.4%
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       Some luminaires use fluorescent or high intensity discharge (HID) lamps that contain small amounts of mercury. Such lamps 
are labeled “Contains Mercury” and/or with the symbol “Hg”. Lamps that contain mercury must be disposed of in accordance 
with local requirements. Information regarding lamp recycling and disposal can be found at www.lamprecycle.org

Hg



Photometric Data

CO-EFFICIENTS OF UTILIZATION     I     Effective floor cavity reflectance=20%

rc	 80	 70	 50	 30	 10	 0	
rw	 70	 50	 30	 10	 70	 50	 30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0

RCR	 0	 	 65	 65	 65	 65		  64	 64	 64	 64		  61	 61	 61		  58	 58	 58		  55	 55	 55	 54	
	 1	 	 59	 56	 54	 51		  57	 55	 53	 51		  52	 51	 49		  50	 49	 47		  48	 47	 46	 44	
	 2	 	 54	 49	 45	 42		  52	 48	 44	 41		  46	 43	 40		  44	 41	 39		  42	 40	 38	 37	
	 3	 	 49	 43	 38	 35		  47	 42	 38	 34		  40	 37	 34		  39	 35	 33		  37	 34	 32	 31	
	 4	 	 45	 38	 33	 29		  43	 37	 33	 29		  36	 32	 29		  34	 31	 28		  33	 30	 28	 26	
	 5	 	 41	 34	 29	 25		  40	 33	 29	 25		  32	 28	 25		  31	 27	 24		  30	 27	 24	 23	
	 6	 	 38	 31	 26	 22		  37	 30	 25	 22		  29	 25	 22		  28	 24	 21		  27	 24	 21	 20	
	 7	 	 35	 28	 23	 19		  34	 27	 23	 19		  26	 22	 19		  25	 22	 19		  25	 21	 19	 18	
	 8	 	 33	 25	 21	 17		  32	 25	 20	 17		  24	 20	 17		  23	 20	 17		  23	 19	 17	 16	
	 9	 	 31	 23	 19	 16		  30	 23	 19	 16		  22	 18	 15		  22	 18	 15		  21	 18	 15	 14
	 10	 	 29	 21	 17	 14		  28	 21	 17	 14		  21	 17	 14		  20	 16	 14		  19	 16	 14	 13

CANDLEPOWER DISTRIBUTION

Vertical 
Angle	 0°	 45°	 90°	 135°	 180°
0°	 990	 990	 990	 990	 990
5°	 1034	 1023	 989	 949	 926
15°	 1092	 1046	 941	 845	 803
25°	 1109	 1024	 855	 716	 669
35°	 1072	 954	 728	 576	 521
45°	 977	 839	 587	 431	 380
55°	 838	 691	 436	 286	 244
65°	 664	 523	 287	 157	 118
75°	 485	 356	 155	 43	 19
85°	 301	 198	 41	 9	 12
90°	 225	 136	 0	 0	 0
95°	 147	 39	 0	 0	 0
105°	 20	 2	 0	 0	 0

ZONAL LUMEN SUMMARY	 	

Zone	 Lumens	 % Lamp	 % Fixt.

0-30	 761	 14.6	 26.5

0-40	 1238	 23.7	 43.2

0-60	 2163	 41.4	 75.4

0-90	 2825	 54.1	 98.5

90-120	 42	 0.8	 1.5

90-130	 42	 0.8	 1.5

90-150	 42	 0.8	 1.5

90-180	 42	 0.8	 1.5

0-180	 2867	 54.9	 100.0

Direct - HZN4T5		

(2) 28W T5 Fluorescent
(2 lamps indirect/2 lamps direct)* 
2610 lumens per lamp
* Testing direct lamps only. 
Report No.:  ITL59769
Efficiency:  54.9%

Horizontal Angle

CO-EFFICIENTS OF UTILIZATION     I     Effective floor cavity reflectance=20%

rc	 80	 70	 50	 30	 10	 0	
rw	 70	 50	 30	 10	 70	 50	 30	 10	 50	 30	 10	 50	 30	 10	 50	 30	 10	 0

RCR	 0	 	 56	 56	 56	 56		  48	 48	 48	 48		  33	 33	 33		  19	 19	 19		  7	 7	 7	 1	
	 1	 	 50	 48	 46	 44		  43	 41	 39	 38		  28	 27	 26		  16	 16	 15		  5	 5	 5	 0	
	 2	 	 46	 42	 38	 36		  39	 36	 33	 31		  25	 23	 21		  14	 13	 13		  5	 4	 4	 0	
	 3	 	 42	 37	 33	 29		  36	 31	 28	 26		  22	 20	 18		  13	 12	 11		  4	 4	 4	 0	
	 4	 	 38	 32	 28	 25		  32	 28	 24	 21		  19	 17	 15		  11	 10	 9		  4	 3	 3	 0	
	 5	 	 35	 29	 24	 21		  30	 25	 21	 18		  17	 15	 13		  10	 9	 8		  3	 3	 3	 0	
	 6	 	 32	 25	 21	 18		  27	 22	 18	 16		  15	 13	 11		  9	 8	 7		  3	 3	 2	 0	
	 7	 	 29	 23	 18	 15		  25	 20	 16	 13		  14	 11	 10		  8	 7	 6		  3	 2	 2	 0	
	 8	 	 27	 20	 16	 13		  23	 18	 14	 12		  12	 10	 8		  7	 6	 5		  2	 2	 2	 0	
	 9	 	 25	 19	 14	 12		  21	 16	 13	 10		  11	 9	 7		  7	 5	 4		  2	 2	 1	 0
	 10	 	 23	 17	 13	 10		  20	 15	 11	 9		  10	 8	 6		  6	 5	 4		  2	 2	 1	 0

CANDLEPOWER DISTRIBUTION

Vertical 
Angle	 0°	 45°	 90°	 135°	 180°
75°	 30	 0	 0	 0	 0
85°	 174	 89	 0	 0	 0
90°	 251	 153	 0	 0	 0
95°	 337	 225	 50	 10	 11
105°	 517	 389	 171	 42	 21
115°	 705	 561	 307	 162	 116
125°	 884	 734	 462	 299	 249
135°	 1031	 889	 622	 448	 399
145°	 1126	 1003	 770	 604	 551
155°	 1160	 1073	 897	 753	 704
165°	 1137	 1090	 986	 886	 848
175°	 1070	 1061	 1032	 995	 977
180°	 1033	 1033	 1033	 1033	 1033

ZONAL LUMEN SUMMARY	 	

Zone	 Lumens	 % Lamp	 % Fixt.

0-30	 0	 0.0	 0.0

0-40	 0	 0.0	 0.0

0-60	 0	 0.0	 0.0

0-90	 53	 1.0	 1.7

90-120	 715	 13.7	 23.5

90-130	 1178	 22.6	 38.6

90-150	 2197	 42.1	 72.1

90-180	 2996	 57.4	 98.3

0-180	 3049	 58.4	 100.0

Indirect - HZN4T5 		

(2) 28W T5 Fluorescent
(2 lamps indirect/2 lamps direct)
2610 lumens per lamp
* Testing indirect lamps only. 
Report No.:  ITL59770
Efficiency:  58.4%
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